
KUKKO // Pull forward

20-5 Product data sheet

Product name

Universal 2-jaw puller with
adjustable reach
For removing bearings, gears, discs, etc.

Art. No.

Series

EAN

20-5

20

4021176009846

Technical attribute Metric Imperial

Spread 105 - 750 mm 4 1/8 - 29 1/2 inch

Depth 400 - 700 mm 15 3/4 - 27 5/8 inch

Spread used internal 340 - 1000 mm 13 3/8 - 40 inch

Hexagon drive (male) 41 mm  

Maximum torque 650 Nm 479.5 ft lb

Maximum load 15,0 t 16.5 US t

Number of jaws 2 2

Weight 47 kg  

Space below 20 mm 3/4 inch

Space next to it 67 mm 2 5/8 inch
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Technologies

GLIDE & FIX
The improved geometry guarantees
quick and easy movement of the
jaws on the cross-beam.

ARMLOCK
The cross-legged jaws guarantee
maximum stability for suspending
the jaws in the slider.

SWITCH
A two-sided spindle tip provides
optimal adjustment of the spindle to
the shaft.
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Spare part

Art. No. Product name

637600 Mechanical pressure spindle.

5-SP-P 2 pulling jaws with adjustable length (pair)

20-5-T 2-jaw cross bar

Accessories

Art. No. Product name

8-2-M Long hydraulic spindle

9-1 Auxiliary hydraulic ram

9-2 Auxiliary hydraulic ram

9-3 Auxiliary hydraulic ram

5-SP-E Jaws, individual
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T e i l b e s c h r e i b u n g :

2 -a rm ig er U n ive rsa l A bz ieh er m i t v ers te l l ba rer S pan nt ie f e /
U n iv ersa l 2 - j aw p u l l e r w i th a d jus tab le r ea ch

A r t i k e l n u m m e r  /  Z N R . :

2 0 -5

M a t e r i a l :

H o c h l e g ie r t e r W e r k z e u g s t a h l /
H i g h a l l o y t o o l s t e e l

D o k u m e n t n a m e :

2 0-5 _2 -armig er  Un ive rsa l  Abz ieh er

D o k u m e n t b e s c h r e i b u n g :

B au gru pp e

E r s t e l l t  v o n :

B re ide nb ac h
E r s t e l l u n g s d a t u m :

0 6 /12 /2 01 8

T o l e r a n z :

D IN  ISO 2 7 68 -m

W ä r m e b e h a n d l u n g  /  H ä r t e :

v erg ü te te r  S tah l /  te mp ere d s tee l

O b e r f ä c h e n b e h a n d l u n g :

-

D o k u m e n t v e r s i o n :

-

M a ß s t a b :

1 :2 .5

S c h u t z v e r m e r k

I S O 1 6 0 1 6

b e a c h t e n

Werkzeugfabrik
Hilden - Germany
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