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Product name

Workshop tool trolley
ALL IN ONE!

Art. No.

Series

EAN

K-CubeBoxx-4Set-C

K-CubeBoxx-C

4021176003974

Technical attribute Metric Imperial

Number of compartments for L-Boxx 4 4

Total dimensions width 620 mm  

Total dimension height 1035 mm  

Total dimensions depth 560 mm  

Spread 120 - 160 mm  

Depth 100 - 350 mm  

Inner diameter of ball bearing 4,8 - 34 mm  

Diameter of the shaft 12 - 115 mm  

Weight 76.86 kg  
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Technologies

GLIDE & FIX
The improved geometry guarantees
quick and easy movement of the
jaws on the cross-beam.

ARMLOCK
The cross-legged jaws guarantee
maximum stability for suspending
the jaws in the slider.

QUICK ADJUST
The knurls allow the jaws to be
quickly released and moved on the
cross-beam without the need for
tools.

SWITCH
A two-sided spindle tip provides
optimal adjustment of the spindle to
the shaft.

LIGHT SHIFT
Free-moving, self-retaining jaws
with internal spring washer.

EASY SCREW
The built-in thrust bearing facilitates
rotation through reduced frictional
resistance.
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Content

Art. No. Product name

K-2030-10+S-C Universal 2-jaw and 3-jaw puller set with narrow, quick-adjusting
pulling jaws

K-22-B-C Ball bearing extracting set with counterstay and slide hammer

K-20+17-C Universal separator and puller set

K-71-L-B-C Ball bearing removal and fitting tool

Powered by TCPDF (www.tcpdf.org)

www.kukko.com

http://www.tcpdf.org

